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BUILDING CODE REVIEWED:

INTERNATIONAL BUILDING CODE 2015 w/LOCAL AMENDMENTS

NOTE TO BUILDING OFFICIAL:

SCOPE OF THIS PROJECT IS LIMITED TO MINOR EXTERIOR REFINISHING/
REMODEL AND NON-STRUCTURAL INTERIOR REMODEL ONLY. THE
BUILDING USE AREAS HAVE NOT CHANGED. THE OCCUPANCY HAS BEEN
SLIGHTLY REDUCED.

OCCUPANCTYT CLASSIFICATION: ASSEMBLY - GROUP A-2 SECTION 223

OCCUPANT LOAD CALCULATIONS: TABLE 1©24.
SQUARE SQUARE FEET OCCUPANT
FOOTAGE PER PERSON LOAD
INTERIOR DINING (actual seating) Y]
VESTIBULE/WAITING AREA 217 5 e
KITCHEN 1831 200 [}
TOTAL OCCUPANT LOAD FOR EGRESS: 92

BUILDING SQUARE FOOTAGE BREAK DOUN:
BUILDING AREA - GROSS SQUARE FOOTAGE = 3697 SF.
(INSIDE OF PERIMETER WALL)

CONSTRUCTION TYPE: 5-B TABLE 523
HEIGHT/AREA CALCULATIONS:

ALLOUED HEIGHT: 1 STORY, 42' TABLE 523
ACTUAL HEIGHT: | STORY, 18'-2" (parapet)

ALLOUWED AREA: CODOSF. TABLE 523
ACTUAL BUILDING AREA: 3297 SF.

EGRESS:

OCCUPANT LOAD: 92 OCCUPANTS
EGRESS WIDTH REQUIRED: 2" PER PERSON = 184"

SECTION 1024.
TABLE 1©25.3.2

MINIMUM DOOR WIDTH: 32" SECTION 1212.1.
EGRESS WIDTH PROVIDED: (3) @ 38", (1) @ 42" = 150" PROVIDED
MAX. TRAVEL DISTANCE ALLOUWED: 202! TABLE 1217.2

General Notes

. ALL WORK DONE BY THIS CONTRACTOR AND/OR HIS SUBCONTRACTORS
SHA|L | BE PERFORMED IN STRICT ACCORDANCE WITH ALL EXISTING CITY,
STATE AND NATIONAL BUILDING CODES, LAWS, SPECIAL ORDINANCES,
AND/OR REGULATIONS.

2. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING DIMENSIONS AND
CONDITIONS PRIOR TO STARTING ANY CONSTRUCTION. STARTING OF
CONSTRUCTION MEANS APPROYAL OF CONDITIONS.

3. THE CONTRACTOR SHALL VERIFT ALL EQUIPMENT REQUIREMENTS PRIOR TO
START OF CONSTRUCTION.

4. THE GENERAL CONTRACTOR SHALL INSTALL OWNER PROVIDED OCCURPANT
LOAD SIGN IN THE DINING AREA BY THE MAIN EXIT STATING THE MAXIMUM
OCCUPANT LOAD.

5. THE GENERAL CONTRACTOR SHALL MOUNT OWNER PROVIDED ACCESSIBILITY
RESTROOM SIGNS ON THE LATCH SIDE OF RESTROOM DOORS, MOUNTED &2
INCHES TO THE CENTER OF THE SIGNS FROM THE FINISHED FLOOR.

6. SELF SERVICE SHELVES AND DISPENSING DEVISES FOR TABLEWARE,
DISHWUARE, CONDIMENTS, FOOD AND BEVERAGES SHALL BE INSTALLED TO
COMPLY WITH ADA 42 AND FIGURE 54.

7. PROVIDE FIRE EXTINGUISHERS FPER THE LOCAL FIRE CODE.

8. CONTRACTOR TO VERIFY ALL OWNER PROVIDED ITEMS AND INSTALLATION
WORK REQUIRED OF CONTRACTOR PRIOR TO PURCHASING OF MATERIALS OR
STARTING OF CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE THE INSTALLATION ALL FURNITURE
YENDOR PROVIDED WORK ON THE PROJECT.

1©. THE CONTRACTOR 1S RESPONSIBLE FOR OBTAINING ALL APPLICABLE
PERMITS ON THE PROJECT, BUILDING PERMIT, HEALTH DEPARTMENT, ETC.
PRIOR TO STARTING OF ANY CONSTRUCTION ON THE PROJECT. COPIES OF
ALL PERMITS SHALL BE DISTRIBUTED TO THE OWNER AND ARCHITECT.

I. CONTRACTOR TO INSPECT AND INVENTORY ALL "OUNER SUFPFLIED"
MATERIALS UPON DELIVERY AND REPORT ANY DISCREPANCIES
IMMEDIATELY TO THE OUNER

Exterior Paint Specifications = Inspire

Substrate(s)

Sherwin Williams (SW) Product

Remarks

PAINT COLOR #1

Sherwin Williams
To Match Dryvit
#310 "China
White"

E.I.F.S. (Dryvit),
stucco;
concrete block,
cementitious
material, Hardi-
Panel

Primer: Loxon Acrylic Concrete & Masonry
Primer / Sealer, LX02WO0050*

Finish: A100 Acrylic Satin, AB2W51
Option: Loxon Self Cleaning Acrylic, Flat, LX13
Series

Prefinished
metal or factory
primed

Primer: Bond-Plex Waterbased Acrylic Coating,
B71-200

Finish: Pro Industrial DTM Acrylic EgShel,
B66-1250 Series

Use at least two
coats of finish.

Primer tinted to SW

P1.

Wood Primer: A-100 Exterior Latex Primer
B42W08041
Finish: A100 Acrylic Satin, A82W51
PAINT COLOR #2 E.I.F.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two

SW #2808,
“Rookwood Dark
Brown”

stucco;
concrete block,
cementitious
material, Hardi-
Panel

Primer / Sealer, LX02WO0050*

Finish: A100 Exterior Acrylic Satin, A82W151
Series
Option: Loxon Self Cleaning, Flat, LX13 Series

Prefinished
metal or factory
primed

Primer: Bond-Plex Waterbased Acrylic Coating,
B71-200

Finish: Pro Industrial DTM Acrylic EgShel,
B66-1250 Series

coats of finish.

Primer tinted to SW

P2.

Wood Primer: Exterior Latex Wood Primer
B24W08041
Finish: A100 Acrylic Satin, AB2W151 Series
PAINT COLOR #3 E.I.LF.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two

OWNER: ARCHITECT: STRUCTURAL ENGINEER:
RB AMERICAN GROUP  WHITE DESIGN GROUP, PC. SNOWDEN ENGINEERING INC.
6200 OAK TREE BLYD 580! E 4lst ST, SUITE 112 8128 EAST 63rd SOUTH
INDEPENDENCE, OH 44131 TULSA, OKLAHOMA 14135 TULSA, OKLAHOMA 14133
PHONE: 216-525-2115 PHONE: 218-664-1551 PHONE: 9l8-252-4551

SW #6869, “Stop”

stucco;
concrete block,
cementitious
material, Hardi-
Panel

Primer / Sealer,LX02W0050*

Finish: Pro Industrial DTM Acrylic Gloss, B66-
1050 Series

NOTE: Apply SherClear 1K Acrylic Clear Coat
for additional UV protection, B66C Series

Prefinished
metal or factory
primed; Kynar-
finished roof or
metal storefront

Primer: Bond-Plex Waterbased Acrylic Coating,
B71-200

Finish: Pro Industrial DTM Acrylic Gloss, B66-
1050 Series

NOTE: Apply SherClear 1K Acrylic Clear Coat
for additional UV protection, B66C Series

coats of finish. May
require 3-4 coats to
get proper coverage.
Primer tinted to SW

P1.

Wood Primer: A-100 Exterior Latex Primer
B42W08041
Finish: Pro Industrial DTM Acrylic Gloss, B66-
1050 Series
NOTE: Apply SherClear 1K Acrylic Clear Coat
for additional UV protection, B66C Series
Prefinished Primer: Bond-Plex Waterbased Acrylic Coating,
aluminum; B71-200
aluminum Finish: Pro Industrial DTM Acrylic Gloss, B66-
storefront; 1050 Series
galvanized
NOTE: Apply SherClear 1K Acrylic Clear Coat
for additional UV protection, B66C Series
PAINT COLOR #4 E.I.F.S. (Dryvit), | Primer: Loxon Acrylic Concrete & Masonry Use at least two

SW #7024,
“Functional Gray”

stucco;
concrete block,
cementitious
material, Hardi-
Panel

Primer / Sealer, LX02WO0050*

Finish: A100 Exterior Acrylic Satin, A82W151
Series
Option: Loxon Self Cleaning, Flat, LX13 Series

Prefinished
metal or factory
primed

Primer: Bond-Plex Waterbased Acrylic Coating,
B71-200

Finish: Pro Industrial DTM Acrylic EgShel, B66-
1250 Series

Wood

Primer: Exterior Latex Wood Primer
B24W08041
Finish: A100 Acrylic Satin, AB2W151

coats of finish.

*Loxon Masonry Conditioner, Guide Coat White, LX0O3W0100 May also be used on cementious surfaces.
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GENERAL NOTES

1. The Surveyor has not conducted a title examination and has relied upon the Title
Commitment as to recorded matters of easements, setbacks and restrictions.

2. Al field measurements corresponded with record dimensions and are within the
precision requirements of ALTA/NSPS specifications. The legal description within the
title commitment does form a mathematically closed figure. The boundary line
dimensions as shown on this Survey Map form a mathematically closed figure
within +/-0.1 foot.

West Ray lFine Boulevard

VICINITY

MAP

3. Al statements within the certification, and other references located elsewhere _ _ _ _ G _ _ _ _ [ _ _ _ |
hereon, related to: utilities, easements, servitudes, and encroachments; are based [\ t 160' Wide - Public - Asphalt Pavement - a/k/a U.S. Highway 64 = e .
solely on aboveground, visible evidence, unless another source of information is ey 20,
specifically referenced hereon. _— -
4. The developer and/or owner is responsible for any and all requirements and wi] oa W RSV Fine Blvd
regulations for subdividing the subject property in accordance with the local, state, : =
and federal governing agencies. See "Zoning Information” contained hereon this
plat for further information. Northeast Corner of » ey
5. It is the intent to locate all structures visibly observed on the property. However, the Northwest 1/4 of S élé
there may be structures or utilities present that were not visibly observed due to the Northeast 1/4 of S
the size of the project, an obstruction by a larger object, or by very thick the Northeast 1/4 of X
vegetation. For purposes of illustration, an example might be a sewer manhole Section 29, Township 30 North, &3
located underneath a parked automobile or a meter obscured by vegetation. All Range 13 East 2
large structures such as buildings, mobile storage facilities, etc. are shown on this m
plat. - -
6. There was no observable evidence of the site used as a solid waste dump, sump b j’ E
or sanitary landfill. e n
7. There was no observable evidence of earth moving work, building construction or — OE OE OE Ok OE—s¢—— OE OE OE OE OE 0 OE OE I
building additions within recent months. \:g_
8. There is no observable evidence of any cemeteries or burial grounds on the H
subject property at the time the field survey was conducted.
9. There does not appear to be changes in street right—of—way lines that have been
completed. (Tract 1) VICINITY MAP
10. The surveyor utilized rectified orthophotography, photogrammetric mapping, laser Asphalt ’ S NOT TO SCALE
scanning and other similar products, tools or technologies as the basis for the Asphalt
location of certain features (excluding boundaries) where ground measurements are *ACCESS} ‘ACCESSf
not otherwise necessary to locate those features to an appropriate acceptable L
accuracy relative to a nearby boundary. —_— OE——\®\— OE Ok OE ‘ OE' O‘E OE OE OE OE OE |
11. The zoning information shown hereon is based on current zoning for the subject (Basis of Bearing) "X in Concrete
property as obtained by the local governing agency (ie. Planning & Zoning | S 89°58'48" E 146.37' Found N 89°58'48" W 513.58'(R
Department, Town Manager, etc.), unless shown or stated otherwise. The subject R/W ‘ Py s ( ) /\/ R/W F\I ZONING INFORMATION
property may be “grandfathered” to other zoning restrictions or regulations within S 89°58'48" E 186.37'(M) / N 89°58'48" W N N 89°58'48" W 473.58'(R)
Planned Unit Developments, Covenants, or other recorded documents. 40_00'(R)(M)
12. The utilities serving the subject property appear to enter the subject property via a \ RIGHT|[OF WAY RURAL WATER CORPORATION ‘5 _ | » Zoned: C—4 (Commerciol District)
public right of way. BOOK 327, PAGE 432 N M ™ S
13. The subject property appears to drain into a public right of way. o ; S . >
14. This Survey Map correctly represents the facts found at the time of the survey. SI,ESI,G,N \¥§ \ -Xy N g © Current Use: Arby's Restaurant
15. There are no discrepancies between the boundary lines of the Property as shown Ht 70,in1 [ N | b (Tract 2) .
on this Survey Map and as described in the legal description presented in the Title yion \ > SITE SIGN: (L ~ Concrete Pavement ~ \ n: Permitted Use: Yes
Commitment. "Arby's" )
16. ggi;ﬁ crl-;ehtnoofgc\l’vp:y c?rnegogfswggccwsg ’;_I:\:e N;gﬁ?evtﬁgndory of the property and the \+ Ht.=33'+, Pylon —20 — E\ 20°X40° INGRESS/EGRESS EASEMENT Minimum Setback:
ight—of— i i . p — _
17. The building street number observed in the field is 110 West Ray Fine Boulevard. \ N 89°58'48" W 8_ gggE g%’ E’ﬁgg ggg 0 20 40 60 l;rf(cj)nt N5O feet
18. The subject property has direct access to West Ray Fie Boulevard, a dedicated o _‘_” 20_00’(R)(M) = ’ Rﬁ R' e - z%n?c "
public road. Aﬁ , ) , 5 = ear — ee
19. There is no observable evidence of easement or rights of way on or across the \\ 87.8 - i . TR T 43.5 e halte)\% SCALE: 1" = 20'
surveyed property, or on adjoining properties if they appear to affect the surveyed \ - T . s | P : - Maximum Height: 2_1/2 stories or 35 feet
property, unless otherwise shown hereon. \ ~ Concrete Pavement ~ @ 2 ; *ACCESSf
20. There are no observable party wall and no observable above ground encroachments o O N o L ___'__|_ o o B _ L L .. . . .
either (a) by the improvements on the subject property upon adjoining properties, \ 2 | | I 50 Front Building Setback .. [} M'n'_mum Parking 'Reqwrements. Th'ree (3) square feet of space
streets, alleys, easements, or rights of way, or (b) by the improvements on any @S;\ L | - dedicated to parking and automobile maneuvering must be
adjoining properties, streets, or alleys upon the subject property except as \ o \ e | - ‘ 5 provided for each one (1) square foot of floor space. There
otherwise shown hereon. N . % : :
& must also be provided one (1) off—street loading space for
21. The location of each easement, right of way, servitude, and other matter (above or \ Z A | BASIS OF BEARING h t t _f.p th d ((25) OOO) £ tg fF:EI
below ground) affecting the subject property and listed in Title Commitment No. 630_& \ 1 | ! each twenty—tive thousan ) square teet or Tloor space.
NCS-907276-08-OMHA, dated May 31, 2018, issued by First American Title Q % /3 : .
Insurance Company, with respect to the subject property, has been shown on the \ ’fA(y \ @Q a_"_| Parking Table
survey, together with appropriate recording references, to the extent that such \&5)\?6% o THE BEARING OF S 89'58'48” W ALONG THE SOUTH RIGHT—OF—WAY MARGIN OF 47 Stond'ord Spaces
matters can be located. The property shown on the survey is one and the same ‘¥ RPTI § WEST RAY FINE BOULEVARD IS THE BASIS OF BEARINGS FOR THE SUBJECT SURVEY 3 Handicap Spaces
as the property described in the referenced title commitment. ) Tg,o\ S AND IS BASED ON THE SUBJECT PROPERTY TITLE COMMITMENT LEGAL DESCRIPTION. 50 Total Spaces
22. The subject property does not appear to serve any adjoining property for drainage, \ T @‘r-‘ - 7‘ -;:(-
utilities, structural support, ingress or egress. 35?91%\ . Onegg?y%fucco " All Zoning regulations are subject to interpretation by City of
\ - 1 4,088+ Square Feet A Roland, Oklahoma Code Enforcement Office (479) 739—7669
<. \ a . Heisht=18+ -~ ---" @
D : & 144
LEGAL DESCRIPTION (TITLE) A .
(S L ni=
THE NORTH 260 FEET OF THE FOLLOWING DESCRIBED TRACT: = @ \ \ A o g: go SCHEDULE B ITEMS UTILITY DISCLAIMER
S \ 4 SIS
NORTHEAST GUARTER (WW/4 NE/4 NE/4) OF SECTION TWENTY—SIX (26), TOWNSHIP S s\ ' 5 5 (5)— 5. Report of Commissioners entered in Sequoyoh County District THE SURVEYOR NAKES NO_GUARANTEE THAT THE UTILTIES SHOWN COMPRISE ALL
, S )\'\ S s I, = v Court Case No. 11099 filed May 31, 1952. SUCH UTILITIES IN THE AREA, EITHER IN SERVICE OR ABANDONED. THE SURVEYOR
ngL\//ﬁl'\éw(Vy)MggET;'ARF;Q)NUG&RmE'\D‘TEéE%éEl(DZQA)S E?SILOFJV%'—AND' SEQUOYAH COUNTY, b \ m|s o FURTHER DOES NOT WARRANT THAT THE UTILITIES SHOWN ARE IN THE EXACT
J : = 11 o S LOCATION INDICATED ALTHOUGH HE DOES CERTIFY THAT THEY ARE LOCATED AS
S \@ 11 & R @ 80 DOES NOT AFFECT THE SUBJECT PROPERTY. ACCURATELY AS POSSIBLE BY VISIBLE OBSERVATION. THE SURVEYOR HAS NOT
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General Notes

.

Crack Fill, Seal ¢ Re-stripe The All Asphalt Areas Of The Parking Lot.
Contractor To Sandblast Existing Striping And Curb Painting Prior To Painting.
Crack Fill Concrete Paving And Sidewalks.

Verify Existing Irrigation System, Make Recommendations To Ouwner For Any
Modifications.

Patch And Repair Any Exlisting Sidewalks That Are Affected By The Work

All Signage Work Shall Be Performed Under A Separate Permit.

Repaint The Existing Plpe Handrails And Bollarde On The Project, Refer:
Exterior Finish Notes.

Repaint All Existing Concrete Pole Bases To Match Masonry.
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Revisions:

Accessible Route Requirements

The Accessible Parking Spaces, Loading Aisles, New Concrete Ramps And
Landing, And Existing Sidwalks Shall Meet Or Exceed Accessibility
Requirements For Flatness Of Slope, And Cross Slope Along The Accessibile
Route Leading To The Building Entrance Door.

The Contractor Shall Provide Survey Information For All Existing And New
Accessible Route Slope Information. The Contractor Shall Notify The Owner
And Architect Of Any Accessible Route Sidewalk Condition That |s Not In
Compliance With Accessible Route Flatness Requirements, Remove Any Areas
Of Non-Conformance, And Provide New Construction That s In Conformance.

All Accessible Routes Shall Comply With The Following:

. Ground Surfaces Shall Be Stable, Firm And Slip Resistant.

2. Changes In Level Of /4" Shall Be Permitted To Be Vertical. Changes In
Level Betuween /4" Min. And 1/2" Max. Shall Be Beveled With A Slope Not
Greater Than |:2. Changes In Level Greater Than 1/2" Shall Be Ramped.

3. The Ruming Slope Of The Accessible Route Shall Not Exceed |:20 Slope.
The Cross Slope Of Walking Surfaces Shall Not Exceed 1:48 Slope.

The Clear Width Of An Accessible Route Shall Be Not Less Than 36" Min.

5. Walking Surfaces With A Slope Greater Than 1:20 Shall Be Considered A
Ramp. The Maximum Slope Of A Ramp Shall Be 1:12 Slope. The Maximum
Cross Slope Of A Ramp Shall Not Exceed 1:48 Slope.

©. A Ramp With A Rise Of Greater Than &" Shall Have Handralls On Both
Sides. The Maximum Rise Of A Single Ramp Shall Be 32"

1. Accessible Parking Spaces And Passenger Loading Aisles Shall Not
Exceed 1:48 Slope In Any Direction.

»

Keynote Schedule

Mark | Description
[1] Existing Pole Mounted Signage Head To Be Replaced, Pole And
Marquee To Be Reused. Paint Pole, Structure And Cabinets.
Existing Directional Signage To Remain. Replace Faces With New,
Repair And Paint Cabinets And Support Structures.
Existing Menu Board To Remain, Patch And Repair As Required,
Provide Touch Up Paint And Make Minor Hardware Repaire As
Needed. All Repairs By Ouwner.
Existing Parking Lot Light To Remain, Re-lamp Fixture Heads With LED
Lamps, Provided And Installed By Electrical Contractor faint Poles
"Dark Bronze", Typlcal.
B Existing Concrete Parking Lot, Crack Fill. Ouner's Representative To
Identify Areas Of Additional Repair.
IEI Existing 4" Painted Striping To Be Repainted, Color: Yellow, Typical.
Existing ADA Accessible Ramp I:12 Max. Slope. Contractor To Verify
For ADA Compliance.
Existing Refuse Enclosure To Remain, Replace Damaged Gate Panels,
Harduware And Pickets. Paint Enclosure ¢ Gates To Match Existing.
IEI Existing Pre-Sale Board To Remain, Repaire By Ouwner.
New Speaker Post, In AdJusted Location, Refer To Detall B/CIDI.
Provide New &" Steel Plpe Bollard |n Front Of Speaker Post, Ptd.
Installed By Signage Yendor, Concrete Base By General Contractor.
Existing Bollards And Railinge To Remain, Paint Color Sherwin Williams
(0 | %869 stop”, Satin Finish, Typical.
New ADA Accessible Painted Graphic And Striping. Refer: Plan
Detall This Sheet.
Existing Height Detector To Be Removed.
New Accessible Route - Verify That Existing Slopes And Grades
Comply With The ADA Requirements For Accessible Routes, Parking
Areas, Loading Zones And Ramps. Notify The Ouwner And Architect Of
Any Areas Of Non-Conformance And Recommend A Solution For Barrier
Removal.
The Contractor Shall Provide And Install 3/4" Conduit From Menu
Board To Panels And 2" Conduit From Menu Board To Above Celiling
For Future Digital Menu Boards.
The Contractor Shall Provide Pouwer To The New Speaker Canocpy.
New ADA Accessible Pole Sign, Refer: Detall This Sheet.
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Advise The Architect ¢ Structural Engineer Of Any Q 0
Structural Shear Walls That Extend To The Roof Trusses Z < M
With Plywood Covering And Tie-Douwn. Remove Only Upon
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: 777777777777777777777777777777 | In . Provide New Chair Rail To Match Existing Trim Throughout
——— ——— 5 Public Areas, Refer: Decor Drawings.
| i T i i —— @* — i 2. Install Faux Ceramic Wainscot Panel Between New Base Tiles
L — —~4 | | | | | And Chair Rail On All Walls Throughout Public Areas, Refer:
| | | | | | Decor Drauwinge.
3. Provide Neuw Inspire Wall Coverings Per Decor Drawings.
- o - — o | | 4. Provide Neuw Inspire Floor ¢ Base Tiles Throughout Dining
| | Area And Restrooms. Refer: Decor Drawings.
L - = ] 5. Patch And Repair Wall And Floor Finishes As Required
1 2'-56" 1 A Throughout Kitchen.
m @@[‘F an @g@n 7] ©. Provide ProCoustic Paint For All Suspended Acoustic
Ceiling Tiles Indicated To Be Replaced In The Dining Room.
AlOl ) Scale: 1/14"=1'-@" 1. Replace Existing Receptacles To Match Adjacent Surfaces
New Wall Partition - Match Existing Throughout Public Spaces As Required. No Wnite Outlets On
North Construction, Uood Studs @ 16"o.c., Max. Dark. Surfaces.
Existing Wall To Remain
- Existing Wall To Be Removed
Existing Walk-in Freezer/Cooler Unit Walls. Keynote Schedule Keynote Schedule
Door Schedule General Notes Mark Description Mark Description
Exlsting 3'-@" x 1'-@" Storefront Glass Door And Frame To Remain. l.  Maintain Structural Integrity Of All Existing Shear Walls, Report Any Conflicts
Provide New ADA Closers, Push/Pull, Hardware And Threshold. Verify To Architect Prior To Construction. 1] New 4'xI@' Prefabricated Wood Plank Soffit. Supplied And lnstall Owner Provided Faux Tile Panels Over Existing Wall Finish
Panic Harduware. Clean And Refurbish As Req'd. Install Ouner Provided 2. Provide Molsture Resistant Backerboard At All Locations UWhere Ceramic Installed By Seating Vendor. Where Visible To The Public. Ouner's Option: Bun Rack Wall.
Retro-Fit Toe Kick Panels If Existing Bottom Stile ls Less Than 12"H. Wall Tile ls Used. A nb””” R i
3. Wood Trim Note - Ease All Edges ¢ Sand As Required In Order To @@@SS” I] ”{ty @@]Uﬂr@m@nﬁg Existing Menuooards To Be Removed By GC. Neuw Digital New Entrance Canopy. Provided And Installed By Canopy
Existing 3'-@" x 7'-@" Storefront Glass Door And Frame To Remain. Achieve The Highest Quality Of Finlshed Wooduworking. FProvide Samples Menuboards To Be Installed By Ouners Yendor. Contractor's Manufacturer. Contractor To Provide New Support Blocking And
Provide New ADA Closers, Push/Pull, Hardware And Threshold. For Approval Frior To Installation. 2 Electrician To Provide Separate Circuit W/Continuous Power For Coordinate Installation.
Non-Lockable. Clean And Refurbish As Req'd. Install Ouner Provided 4. General Contractor To Install Ouner Supplied Seating/Decor Package. ‘ Menuboards. Install Ouwner Provided Faux Subuway Tile Panels At
Retro-Fit Toe Kick Panels If Existing Bottom Stile ls Less Than 12"H. 5. Provide Firestopping In New Interior Walle At Celling And Other Locations [ - 4 N Existing Bulkhead Wall, Refer: Decor Drawinge. New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided ¢
As Required By Code. - | ] | lnstalled By Canopy Manufacturer. Contractor To Provide New
New 3'-@" x 1'-@" &C. Wood Door Stained To Match Lobby Trim. Re-Use ©. General Contractor To Inspect Existing Dining Room Window Head, Jamb 4 % g s % £ Existing Soffit To Remaln, Paint, Refer: Decor Drawings. Support Blocking 4 Coordinate Installation.
Existing Frame, Paint, Color To Match Lobby Trim. Provide New Sill Flashing ¢ Repair Or Replace As Required. i ,m' @ g & @ 3
Sanitgrasp Door Full On Full Side, Bolt Through Door To Steel Push 7. Verify All Existing Dimensions And Conditions Prior To Starting Of Any = ' éil.. L L Existing Glazing Unit To Remain, Typical. Replace Broken Seal Line Of New 2'-@"H. Prefabricated Metal Signage Band, Red.
Plate. Provide Privacy Lock, Provide ADA Compliant Hardware. Construction. ' el Max. ir-as] h2sax]. Unite, Typical. Provided And Installed By Signage Yendor. Contractor To
(elev.) (plan) (plan) Exiot et Eit Al A o R cl Coordinate Installation.
New 3'-2" x 7'-@" S.C. Wood Door Stained To Match Lobby Trim. Re-Use . . 5 xisting Restroom Fixtures ccessories To Remain, Clean
ADA Guidelines For Doors

@ ®® ®

Existing Frame, Paint, Color To Match Lobby Trim. Provide New
Sanitgrasp Door Full On Full Side, Bolt Through Door To Steel Push
Plate. Provide FPrivacy Lock, FProvide ADA Compliant Hardware.

Existing 3'-@" x 71'-@" Metal Door To Remain. Clean And Refurbish As
Reqg'd.

Existing Prefabricated Cooler Door To Remain.

Existing 4'-2" x 7'-@" Insulated Metal Door To Remain. Verify ADA
Closer & Threshold. Verify Existing Panic Harduware. Paint Exterior And
Interior To Match Adjacent Surfaces.

Existing 3'-2" x 71'-@" Storefront Glass Door And Frame To Remain.
Provide New ADA Closers, Push/Full, Hardware And Threshold. Verify
Panic Hardware. Clean And Refurbish As Reqg'd. Install Ouwner Provided
Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 12"H.

Existing 3'-@" x 71'-@" Storefront Glass Door And Frame To Remain.
Provide New ADA Closers, Push/Pull, Hardware And Threshold. Verify
Panic Hardware. Clean And Refurbish As Req'd. Install Ouner Provided
Retro-Fit Toe Kick Panels If Existing Bottom Stile s Less Than 12"H.

Door Openinge Shall Provide A Clear Width Of 32 Inches Minimum.

2. Thresholds, If Provided At Dooruways, Shall Be 1/2 Inch High, Maximum.
Raleed Thresholde ¢ Changes In Level @ Doorways Shall Comply With
ADA Standard Sectione 302 303.

3. Docor Closers Shall Be Adjusted So That From An Open Position Of 9@
Degrees, The Time Required To Move The Door To A Position OFf 12
Degrees From The Latch s B Seconds Minimum.

4. The Allowable Opening Force For Accessible Doors Shall Be & Pounds

Maximum.

Door Notes

. Verify ADA Closers, Thresholds, ¢ Opening Force On All Public Entry ¢
Bathroom Doors.

2. Interior Signage - Contractor To Install New Ouwner Provided Men, Women ¢
Occupancy Signage. Restroom Signe To Be Mounted On The Latch Side
Of Restroom Doors, Mounted 6@ Inches To The Center Of The Signs From
The Finished Floor.

3. Repair And Reseal All Existing Exterior Door Thresholds, Provide New
Weather Stripping As Required.

4. Provide Door Stops At All Exterior Doors To Prevent Damage.

Figure 2062 Toe Clearance

NOTE:

Include But Are Not Limited To:

Dining Surfacees And Work Surfaces.

Figure 206.2 Knee Clearance
Dining Room

The Furniture Provider Shall Ensure That All Dining Room Furniture And
Accessories Meet All Applicable Requirements Set Forth By The
Accesslbllity Standards And Federal ADA Standards. These Requirements

. 226. General. Where Dining Surfaces Are Provided For The Consumption
Of Food Or Drink, At Least 5 Percent Of The Seating Spaces And Standing
Spaces And Standing Spaces At The Dining Surfaces Shall Comply With 922.

2. 2262 Dispersion. Dining Surfaces And UWork Surfaces Required To Comply
With 922 Shall Be Dispersed Throughout The Space Or Facllity Contalning

3. 9022 Clear Floor Or Ground $pace. A Clear Floor Space Complying With
205 Positioned For A Forward Approach Shall Be Provided. Knee And Toe
Clearance Complying With 206 Shall Be Provided.

4. 9023 Height. The Tope Of Dining Surfaces Shall Be 28 Inches Minimum And
34 Inches Maximum Above The Finish Floor Or Ground.

5. The Condiment Counter And All Self Service Shelves And Dispensing
Devises For Tableware, Dishuare, Condiments, Food And Beverages Shall
Be Installed To Comply With ADA 308 Reach Range Requirements.

EI Y

B [

& B

And Service All Fixtures And Accessories, Typical.

Provide New Faux Red Subuway Tile Panels On Wall At Indicated
Locations. Refer: Decor Drawings.

Existing Service Counter To Be Modified. Remove Existing
Counter Top. Install Faux Subuway Tile Over Existing Finishes, New
Solid Surface Counter Tops Provided And Installed By Seating
VYendor. Refer: Section B/AID3 And Decor Drawings.

New Accessible Condiment Counter @ 2"-12"AFF. Provided And
Installed By Seating Yendor. Refer: Decor Drawinge.

Existing Production Table To Remain.
Provide ADA Compliant Tactile Exit Sign.

Furniture Provided And Installed By Furniture Yendor. Refer To
Furniture Yendor Drawings For Exact Locations And Sizes.

Existing Drive-Thru Window To Remain.

El

B B §

[&]

Line Of Existing Backlit Awning To Be Removed.

New Divider Half Wall To 4'-@" AFF., 2x4 Wood Studs @ 16"o.c,,
Provide In Wall Steel Supports As Required. Provide Wood
Plank Cladding, Refer: Decor Drawings.

New Divider Wall To Celling, 2x4 Wood Studs 2 16"o.c., Provide In
Wall Steel Supportes As Required. Frovide Wood Plank
Cladding, Refer: Decor Drawings.

New 4'x10' Prefabricated Laminated Soffit. Supplied And
lnstalled By Seating Yendor.

New Baby Changing Station. Mount With 48" Max. To Top Of
Operable Portion, 34" Max. To Top Of Work Surface, 4 27" Min. To
Bottom Of Work Surface.

Existing Or New ADA Compliant Plumbing Fixture To Be
Relocated.

Modlify Existing Walls And Provide New Header At &'-2" At
Entrance To New Hallway.
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Existing 3'-0" x 7'-0" Storefront Glass Door And Frame To Remain.  Provide New ADA Closers, Push/Pull, Hardware And Threshold.  Verify Panic Hardware. Clean And Refurbish As Req'd. Install Owner Provided  Install Owner Provided Install Owner Provided Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 10"H. Existing 3'-0" x 7'-0" Storefront Glass Door And Frame To Remain.  Provide New ADA Closers, Push/Pull, Hardware And Threshold.  Non-Lockable. Clean And Refurbish As Req'd. Install Owner Provided  Install Owner Provided Install Owner Provided Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 10"H. New 3'-0" x 7'-0" S.C. Wood Door Stained To Match Lobby Trim.  Re-Use Existing Frame, Paint, Color To Match Lobby Trim.  Provide New Sanitgrasp Door Pull On Pull Side, Bolt Through Door To Steel Push Plate.  Provide Privacy Lock, Provide ADA Compliant Hardware. New 3'-0" x 7'-0" S.C. Wood Door Stained To Match Lobby Trim.  Re-Use Existing Frame, Paint, Color To Match Lobby Trim.  Provide New Sanitgrasp Door Pull On Pull Side, Bolt Through Door To Steel Push Plate.  Provide Privacy Lock, Provide ADA Compliant Hardware. Existing 3'-0" x 7'-0" Metal Door To Remain. Clean And Refurbish As Req'd. Existing Prefabricated Cooler Door To Remain. Existing 4'-0" x 7'-0" Insulated Metal Door To Remain.  Verify ADA Closer & Threshold.  Verify Existing Panic Hardware. Paint Exterior And Interior To Match Adjacent Surfaces.  Existing 3'-0" x 7'-0" Storefront Glass Door And Frame To Remain.  Provide New ADA Closers, Push/Pull, Hardware And Threshold.  Verify Panic Hardware. Clean And Refurbish As Req'd. Install Owner Provided  Install Owner Provided Install Owner Provided Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 10"H. Existing 3'-0" x 7'-0" Storefront Glass Door And Frame To Remain.  Provide New ADA Closers, Push/Pull, Hardware And Threshold.  Verify Panic Hardware. Clean And Refurbish As Req'd. Install Owner Provided  Install Owner Provided Install Owner Provided Retro-Fit Toe Kick Panels If Existing Bottom Stile Is Less Than 10"H.
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1. Maintain Structural Integrity Of All Existing Shear Walls, Report Any Conflicts Maintain Structural Integrity Of All Existing Shear Walls, Report Any Conflicts To Architect Prior To Construction. 2. Provide Moisture Resistant Backerboard At All Locations Where Ceramic Provide Moisture Resistant Backerboard At All Locations Where Ceramic Wall Tile Is Used. 3. Wood Trim Note - Ease All Edges & Sand As Required In Order To Wood Trim Note - Ease All Edges & Sand As Required In Order To Achieve The Highest Quality Of Finished Woodworking.  Provide Samples For Approval Prior To Installation. 4. General Contractor To Install Owner Supplied Seating/Decor Package. General Contractor To Install Owner Supplied Seating/Decor Package. 5. Provide Firestopping In New Interior Walls At Ceiling And Other Locations Provide Firestopping In New Interior Walls At Ceiling And Other Locations As Required By Code.  6. General Contractor To Inspect Existing Dining Room Window Head, Jamb & General Contractor To Inspect Existing Dining Room Window Head, Jamb & Sill Flashing & Repair Or Replace As Required. 7. Verify All Existing Dimensions And Conditions Prior To Starting Of Any Verify All Existing Dimensions And Conditions Prior To Starting Of Any Construction.

AutoCAD SHX Text
ADA Guidelines For Doors

AutoCAD SHX Text
1. Door Openings Shall Provide A Clear Width Of 32 Inches Minimum. Door Openings Shall Provide A Clear Width Of 32 Inches Minimum. 2. Thresholds, If Provided At Doorways, Shall Be 1/2 Inch High, Maximum. Thresholds, If Provided At Doorways, Shall Be 1/2 Inch High, Maximum. Raised Thresholds & Changes In Level @ Doorways Shall Comply With ADA Standard Sections 302 303. 3. Door Closers Shall Be Adjusted So That From An Open Position Of 90 Door Closers Shall Be Adjusted So That From An Open Position Of 90 Degrees, The Time Required To Move The Door To A Position Of 12 Degrees From The Latch Is 5 Seconds Minimum. 4. The Allowable Opening Force For Accessible Doors Shall Be 5 Pounds The Allowable Opening Force For Accessible Doors Shall Be 5 Pounds Maximum.
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1. Verify ADA Closers, Thresholds, & Opening Force On All Public Entry & Verify ADA Closers, Thresholds, & Opening Force On All Public Entry & Bathroom Doors.  2. Interior Signage - Contractor To Install New Owner Provided Men, Women & Interior Signage - Contractor To Install New Owner Provided Men, Women & Occupancy Signage.  Restroom Signs To Be Mounted On The Latch Side Of Restroom Doors, Mounted 60 Inches To The Center Of The Signs From The Finished Floor. 3. Repair And Reseal All Existing Exterior Door Thresholds, Provide New Repair And Reseal All Existing Exterior Door Thresholds, Provide New Weather Stripping As Required. 4. Provide Door Stops At All Exterior Doors To Prevent Damage.Provide Door Stops At All Exterior Doors To Prevent Damage.
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Install Owner Provided Faux Tile Panels Over Existing Wall Finish Where Visible To The Public.  Owner's Option: Bun Rack Wall. New Entrance Canopy.  Provided And Installed By Canopy Manufacturer.  Contractor To Provide New Support Blocking And Coordinate Installation. New 2'-0"H. Prefab. Drive-Thru Canopy, Red.  Provided & Installed By Canopy Manufacturer.  Contractor To Provide New Support Blocking & Coordinate Installation. Line Of New 2'-0"H. Prefabricated Metal Signage Band, Red.  Provided And Installed By Signage Vendor.  Contractor To Coordinate Installation. Line Of Existing Backlit Awning To Be Removed. New Divider Half Wall To 4'-0" A.F.F., 2x4 Wood Studs @ 16"o.c., Provide In Wall Steel Supports As Required.  Provide Wood Plank Cladding, Refer: Decor Drawings. New Divider Wall To Ceiling, 2x4 Wood Studs @ 16"o.c., Provide In Wall Steel Supports As Required.  Provide Wood Plank Cladding, Refer: Decor Drawings. New 4'x10' Prefabricated Laminated Soffit.  Supplied And Installed By Seating Vendor.   New Baby Changing Station. Mount With 48" Max. To Top Of Operable Portion, 34" Max. To Top Of Work Surface, & 27" Min. To Bottom Of Work Surface. Existing Or New ADA Compliant Plumbing Fixture To Be Relocated. Modify Existing Walls And Provide New Header At 8'-0" At Entrance To New Hallway.
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New 4'x10' Prefabricated Wood Plank Soffit.  Supplied And Installed By Seating Vendor. Existing Menuboards To Be Removed By GC.  New Digital Menuboards To Be Installed By Owners Vendor.  Contractor's Electrician To Provide Separate Circuit W/Continuous Power For Menuboards.  Install Owner Provided Faux Subway Tile Panels At Existing Bulkhead Wall, Refer: Decor Drawings. Existing Soffit To Remain, Paint, Refer: Decor Drawings. Existing Glazing Unit To Remain, Typical. Replace Broken Seal Units, Typical. Existing Restroom Fixtures And Accessories To Remain, Clean And Service All Fixtures And Accessories, Typical. Provide New Faux Red Subway Tile Panels On Wall At Indicated Locations.  Refer: Decor Drawings. Existing Service Counter To Be Modified. Remove Existing Counter Top.  Install Faux Subway Tile Over Existing Finishes, New Solid Surface Counter Tops Provided And Installed By Seating Vendor.  Refer: Section B/A103 And Decor Drawings. New Accessible Condiment Counter @ 2''-10"A.F.F.  Provided And Installed By Seating Vendor.  Refer: Decor Drawings. Existing Production Table To Remain.   Provide ADA Compliant Tactile Exit Sign. Furniture Provided And Installed By Furniture Vendor.  Refer To Furniture Vendor Drawings For Exact Locations And Sizes.  Existing Drive-Thru Window To Remain. 
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1. Provide New Chair Rail To Match Existing Trim Throughout Provide New Chair Rail To Match Existing Trim Throughout Public Areas, Refer: Decor Drawings. 2. Install Faux Ceramic Wainscot Panel Between New Base Tiles Install Faux Ceramic Wainscot Panel Between New Base Tiles And Chair Rail On All Walls Throughout Public Areas, Refer: Decor Drawings. 3. Provide New Inspire Wall Coverings Per Decor Drawings. Provide New Inspire Wall Coverings Per Decor Drawings. 4. Provide New Inspire Floor & Base Tiles Throughout Dining Provide New Inspire Floor & Base Tiles Throughout Dining Area And Restrooms. Refer: Decor Drawings.  5. Patch And Repair Wall And Floor Finishes As Required Patch And Repair Wall And Floor Finishes As Required Throughout Kitchen. 6. Provide ProCoustic Paint For All Suspended Acoustic Provide ProCoustic Paint For All Suspended Acoustic Ceiling Tiles Indicated To Be Replaced In The Dining Room. 7. Replace Existing Receptacles To Match Adjacent Surfaces Replace Existing Receptacles To Match Adjacent Surfaces Throughout Public Spaces As Required. No White Outlets On Dark Surfaces.
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A Return Air Diffuser

Exhaust Fan

$+9'-6“ AFF. Celling Height

Emergency lllumination Note

i

12-17-20

Revisions:

The Contractor Shall Provide Emergency Lights And Ballasts
To Ensure | Footcandle Measured At The Floor For All Exit
Accese Passageuways, And At Exterior Of All Egress Doorways.
The Emergency Power System Shall Provide Power For A
Duration Of Not Less Than 92 Minutes.

N

General Notes

The Contractor Shall verify All Switching Types, Circuiting

Requirements And Suwitching Locations With Ouwner.

All Lighting Fixtures To Be Provided By Ouner, Installed

By Contractor.

3. The Contractor Shall Coordinate The Installation Of

Ouner Provided New Speakers In The Public Area
Ceilings. Confirm With Ouwner.

4, The Contractor Shall Coordinate The Installation Of

Ouner Provided New Building Signage. Relocate Or
Provide J-Box And/Or Plywood Backing, Etc. As
Required.

Clean All Diffusers And Returns Prior To Painting.
Relocate Any Existing Diffusere/Returns That Are In The
Same Location As Neuw Prefabricated Soffite.

Light Fixtures That Protrude 4" Or More From The Wall
Surface At The Base Of The Wall Shall Be Mounted T'
High Or Have The Walking Surface Below Restricted To
Prevent Non-Compliance With ADA Protruding Ob jects
Requirements.

8. Replace Existing Public Space 2x2 Light Fixtures With

New LED Recessed Can Fixtures. VYerify Lighting

Distribution With Cuwner - Add Or Relocated Fixtures As

Ouner Directs. Refer: Light Fixture Schedule.

2. All Ceilings Over Foodservice Preparation Areas Shall

Meet Local Health Department Requirements For
Washability, Light Reflectance, Etc.
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*verify Existing Can Light Locations —
onao And Provide The Ouner With A Summary
@ @@ﬂj@ @H Hn@ an Of Light Fixtures To Be Provided
m FIELD VERIFICATION NOTE:
@ Scale: 1/4"= |'-@" The Contractor And Furniture Yendor Shall verify All
North (DelaN  Existing Outlet for Signage, verify With Signage g s apancias. Ancion Gonfliots Uh o
iﬁ;ﬂ:::f ;orvg%?azzad Vvertical And Horizontal Proposed Work To The Owner And Architect.
FIXTURE/ MANUFACTURER
YOLTS LAMPS MOUNTING NOTE REMARKS
Placed Across Top Of N . . s
nAN ew LED Replacement Light Fixture In Existing ) 24" x 48" Troffer
/ Bottom Truss Cord Locations, Supplied By Ouner 122 LED Grid 12871 | wacrylic Cover
Ny New Lithonia OLLWU-WH Mount At Existing
ﬂéu\ Eﬂ _9_ Or Equal, Supplied By Ouner 22 LED Surface 1356 Heights ¢ Locations.
8 8
g8 g8 o~ New Or Remodel Fixture: LED Recessed Can, Contractor to Verif
B Steel Nut ¢ Washer ! c ) 20 LED Recessed | 1561 3
g‘ Top ¢ Bottom g O Supplied By Ouwner Health Dept. Req.
g g # o New Inspire F’en'olant Fixture, Kitchler 18202 2o Al9 Pendant e Refer To Decor
= = Or Equal, Supplied By Owner s
= - Provide Emergency
Existing Suspended 0 S |:| "E" New LED Canopy Light, Supplied By Canopy Mfr. 120 LED Surface 12 | Battery Backup At
Celling Oy Egress Door Canopies
Prefabricated Ceiling Soffit *Exact Details By *a_’) :0[7 -¢-"F" New Inspire Glass Pendant Fixture , Refer: Decor no LED Pendant o | Refer To Decor
Element W/ Wood %lat Or Furniture Yendor Lﬁ £ Drauwings, Supplied By Ouwner el Drawings
Plastic Laminate Finish g lZI neh New LED Replacement Light Fixture In Existing 2o LED Recessed | 125,61 Emergency Battery
Wood Flank Soffit Locations, w/ Battery Backup, Supplied By Ouner =727 Backup
o
Qﬁ npn i i
S@@'ﬁ' |:| @n 7 1" New Emergency Egress Light letull*e, - LED Wall 125 | Emergency Battery
B Juno NBLBZSDCB Or Equal, Supplied By Ouwner “m= | Backup
Alo2 5ca|e: ]“=]I'@" Ex]st]ng Emergencg L]ght To Be Replacedl Emer. 12V batt. w/time
ﬁ Juno NIL-WH Or Equal, Supplied By Ouwner 122 LED Surface 126 nc:ltegl_a o”goﬁic:ndj/\/zl;gh
I Existing Exit Light To Be Replaced, Celling Rej'd Letters on
Supply Air Diffuser
PPY % Juno NXPCL3GUH Or Equal, Supplied By Ouwner 20 LED Mount 1281 Ilggieerpanel. Emer.

NOTES:
Yerify Finish And Lamps With Ouwner.

Fixture Shall Be UL. Listed And Labeled For Wet Locations.

All Lighting Fixtures/L amps/Accesscories Are Sup

Fixture Utllizes An Emergency Battery Backup System And Shall Provide 92 Minutes Of Backup Power

Provide Flange Kit When |nstalled In a Gypsum Board Or Ang Hard Celling And VYerify With Ouwner The Quantity And Location.
Yerify Size Of Fixture And Replace With Similar, OQuwner To Approve Replacement Fixture Prior To Ordering.
lled By Ouwner And Installed By Contractor.

All Lighting Fixtures In Public Spaces Shall Be The Same Lumens And Color Temperature (K, Yerify With Owner.

® AP AN

w

. Center All Pendants On Table Tops UWhere Indicated.

Provide Protective Lens For Can Lights Located Over Foodservice Areas As Required By The Health Department.

1©. Pendants Shall Be Mounted At B'-6"AFF. Over Standard Ht. Tables And &'-6" AFF. Over Barstool Height Tables.

(]

8]

=

[S]

E E

@i

Existing Suspended Ceiling Grid To Remain, Extend And
Modify As Required, Paint To Match Armstrong #1132
'‘Adobe’' Tiles. FProvide New Armstrong #7132 Fine Fissured
Angled Tegular Celling Tiles, Color: 'Adobe’. Provide
Alternate Pricing For Existing Ceiling Tiles To Remain,
Patch, Repair And Paint To Match Color: 'Adobe!, Yerify
With Owner. Install New Ouner FProvided Speakers At
Exlsting Locations.

Existing Gypsum Board Soffit To Remain, Paint Red.
Refer: Decor Drauwings.

Neuw 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided 4
lnstalled By Canopy Manufacturer. Contractor To
Provide New Support Blocking ¢ Coordinate Installation.

Neuw 4'x|@' Prefabricated Soffit Element With Plastic
Laminate Finieh, Red. Supplied And Installed By Seating
Yendor. Mount To Ceiling Using All-Thread To Existing
Roof Trusses, Typlcal.

New 4'x12' Prefabricated Soffit Element With Wood Plank
Finieh, Stained. Supplied And Installed By Seating
Yendor. Mount To Celling Using All-Thread To Exlisting
Roof Trusses, Typical.

Neuw Suspended Celling Grid, Paint To Match Ceiling Tiles.
Provide New Armstrong *7132 Fine Fissured Angled
Tegular Ceiling Tiles, Color: 'Adobe’.

Neuw Suspended Vinyl Faced Ceiling Tiles Into Existing
Grid. Paint Grid, Color To Match Armstrong *1128
"Adobe". Above New Condiment Counter Only.

Existing Gypeum Board Soffit To Remain, Paint. Refer:
Decor Drauwings.

Existing Menuboards To Be Removed By GC. Neuw
Digital Menuboarde To Be Installed By Ouners Yendlor.
lnstall Owner FProvided Faux Subuway Tile Panels At
Existing Bulkhead Wall, Refer Decor Drawings.

Existing Kitchen Ceiling Tile ¢ Grid To Remain. Patch And
Repair As Required.

Prefabricated Color Band Element, Provided ¢ Installed
By Signage Contractor, Coordinated By Contractor.

New Entrance Canopy. Provided ¢ Installed By Canopy
Manufacturer. Contractor To Provide New Support
Blocking And Coordinate Installation.

New Metal Soffit Panels By Canopy Supplier.

New Soffit, Patch-In New Ceiling Grid And Tiles To Match
Existing As Required.

Existing Gypsum Board Ceiling To Be Modified, Patch
And Repair As Required. Paint, Refer: Decor Drauwinges.
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Sl

i

12-17-20

Revisions:

.

All Signage Work Shall Be Performed Under A Separate Permit.

General Notes

The Contractor Shall Not Perform Ang Structural Demolition
Prior To Field VYerification From The Structural Engineer.

These Drauwings Represent An Approximation Of Exist.
Conditions. The Contractor Shall Notify The Architect Of Any
Discrepancies Immediately Upon Uncovering Of The Existing
Structural Conditions.

All Exterior Surfaces Shall Be Cleaned, Patched, Repaired As
Required And Prepared To Recelve New Paint Per Drauwings
And Utilizing Arby's Paint Specifications.

The Contractor Shall Provide Blocking For Signage As
Directed By Suppliers.

The Contractor Shall Provide All Flashing, Assemblies, Detalls,
Etec.

Yerify And Maintain All Existing Roof Drain/Douwnspout
Assemblies.

The Contractor Shall Provide All Necessary Details As
Required By The E.IF.S. Manufacturer In Order To Maintain The
Warranty. Provide All Backer Rods, Sealant Locations, Flashing
Minimum Coverages, Etc.

Provide Dryvit E.IFS. System Or Approved Equal, System To
Have A Water Management System With Appropriate Details.
Provide Submittal With Proposed System And Detalls
Indicated. All E.IF.S. Work Shall Be Performed Per
Manufacturers Requiremente To Maintain Warranty.

The Contractor Shall Review All New E.IF.S, Paint ¢ Coping
Cap Colors And Their Locations With The Ouwner Prior To
Proceeding With The Work.

Exterior Light Fixtures That Protrude 4" Or More From The Wall
Surface At The Base Of The Wall Shall Be Mounted 1' High Or
Have The Walking Surface Below Restricted To Prevent
Non-Compliance With ADA Protruding Ob jects Requirements.

PREFABRICATED CANOPY NOTES

The Prefabricated Canopy Manufacturer Shall Be Responsible
For The Proper Design 4 Engineering Required For The
Construction And Installation Of The Canopies. The Canopy
Manufacturer Shall Provide Fully Engineered Connection
Detalls Sealed And Signed By A Structural Engineer Licensed
And In Good Standing In The State That The Project ls
Located. The Design Documents Shall Indicate The Existing
Conditions Accurately And Be Submitted To The Building
Official, Architect, And Ouner Prior To Starting Of Any
Construction.

Keynote Schedule

Description

Paint Legend

PAINT COLOR #1
Sherwin Williams To Match Dryvit #310 "China White".

Satin Finish, Prepare And Prime As Required.

PAINT COLOR #2
Sherwin Williams #2808 "Rookwood Dark Brown". Satin

Finish. Prepare & Prime As Required.

PAINT COLOR #3
Sherwin Williams #6869 "Stop". Satin Finish. Prepare &
Prime As Required.

PAINT COLOR #4
Sherwin Williams #7024 "Functional Gray". Satin Finish.

Prepare & Prime As Required.

]

[=]

[c]

Exterior Finish Notes

=

EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.)

W/SIM. BRICK PATTERN, COLOR #1 - FRONT TOWER

Simulated Brick Stencil Pattern W/Dryvit - Color #1:
#310 "China White".

EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.)

COLOR #1

Dryvit - Color: #310 "China White"
Sandblast Texture. Coping Color #1.

EXTERIOR INSULATION AND FINISH SYSTEM (E.I.F.S.)

COLOR #2

Dryvit - Color: To Match Sherwin Williams #2808
"Rookwood Dark Brown".
Sandblast Texture. Coping Color #2.

METAL COPING PAINT COLOR #3

Paint Color #3 Red. Satin Finish. Sherwin Williams #6869 "Stop". Satin Finish.
Prepare & Prime As Required Prepare & Prime As Required.

PAINT COLOR #1 PAINT COLOR #4

Sherwin Williams To Match E.L.F.S. Color ~ Sherwin Williams #7024 "Functional Gray".
#1 Dryvit #310 "China White". Satin Stain Finish. Prepare & Prime As Required.

Finish, Prepare And Prime As Required.

PAINT COLOR #2

PREFABRICATED 2'-0" HIGH COLOR BAND

Sherwin Williams #2808 "Rookwood Dark

Color: Prefinished Metal, Red. Provided By
Signage Manufacturer.

Brown". Satin Finish. Prepare & Prime As

Required.

[S]

B B

New 2'-2"H. Metal Sighage Band, Red, By Ouwner. Contractor
To Coordinate Installation.

New 2'-@"H. Backlit Signage By Ouwner. Contractor To
Coordinate Installation.

Existing Prefinished Metal Coping To Remain, Paint Color *3
Red, Patch And Repair As Required, Refer: Exterior Finish
Notes.

Existing Backlit Awning To Be Removed. Patch, Repair
Surfaces As Required.

Existing Storefront Glass Door To Remain. Clean Frames,
Repair Damaged Glass, Provide New ADA Compliant
Harduware, Push/Full, Threshold ¢ Closer, Typical. FProvide
New 12" High Min. Kick Guard If Required.

Existing Glazing Unit To Remain, Typical. Clean Frames,
Replace Broken Seal Units, Typical.

Existing Prefinished Sloped Metal Roofing ¢ Framing To
Remain, Paint Color #3 Red. Refer: Exterior Finlsh Notes.

New Interior 'Hat' Signage By Ouner. Contractor To
Coordinate Installation.

The 2'-@"H. Prefab. Metal Signage Band Shall Span Between
EIFS. Support Walle In Front Of Window, Provide Finished
Back Panel Where Exposed To Dining Room. Manufacture
Shall verify, Otheruise Stop On Each Side At Edge Of
E.IFS And Window. VYerify With Owner.

Existing E.IF.S. Wall Surface, Patch And Repair As Required,
Paint Color ¥, Refer: Exterior Finish Notes.

New Painted Wainscot Over Existing Masonry & E.IFS, Patch
And Repair As Required, Paint Color *4. Refer: Exterior
Finish Notes.

New Painted Accent Band Over Existing E.IF.S, Patch And
Repair Wall Surface As Required, Paint Color *3. Refer:
Exterior Finish Notes.

Existing E.IF.S. Wall Surface Or Masonry 4 EIFS. Wainscot,
Patch And Repair As Required, Paint Color %2, Refer:
Exterior Finish Notes

Existing E.IF.S. Cornice, Reveals, And Ceramic Tiles To
Remain. Prepare As Required And Paint Over.

New LED Exterior Performance Wall Sconce At New Or
Existing Location, Refer: Light Fixture Schedule.

Existing Collector Heads, Douwnspoute And Gutter System
To Remain. Prepare ¢ Paint: Color *.

Exist. EIF.S. Wainscot Or Column Base To Remain. Paint
Color ¥. Refer: Exterior Finish Notes.

New E.IF.S. Finish W/Brick Stencil Pattern, Color ¥, Over
Existing E.IF.S. Remove Decorative Tiles, Skim And Fill
Existing E.IF.S, Refer: Exterior Finish Notes.

New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided ¢
Installed By Canopy Manufacturer. Contractor To Provide
New Support Blocking ¢ Coordinate Installation.

Existing E.IF.S. Cornice And Reveals At 'Brick' Tower To Be
Painted Color *.

Existing Metal Door ¢ Frame To Remain, Paint To Match
Adjacent Surface.

New 2'-@"H. Prefab. Entrance Canopy Provided And
Installed By Canopy Manufacturer. Contractor To Provide
New Support Blocking ¢ Coordinate Installation. See Note.
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New 2'-0"H. Metal Signage Band, Red, By Owner. Contractor To Coordinate Installation. New 2'-0"H. Backlit Signage By Owner.  Contractor To Coordinate Installation. Existing Prefinished Metal Coping To Remain, Paint Color #3 Red, Patch And Repair As Required, Refer: Exterior Finish Notes. Existing Backlit Awning To Be Removed.  Patch, Repair Surfaces As Required. Existing Storefront Glass Door To Remain.  Clean Frames, Repair Damaged Glass, Provide New ADA Compliant Hardware, Push/Pull, Threshold & Closer, Typical.  Provide New 10" High Min. Kick Guard If Required. Existing Glazing Unit To Remain, Typical.  Clean Frames, Replace Broken Seal Units, Typical. Existing Prefinished Sloped Metal Roofing & Framing To Remain, Paint Color #3 Red. Refer: Exterior Finish Notes. New Interior 'Hat' Signage By Owner. Contractor To Coordinate Installation. The 2'-0"H. Prefab. Metal Signage Band Shall Span Between E.I.F.S. Support Walls In Front Of Window, Provide Finished Back Panel Where Exposed To Dining Room.  Manufacture Shall Verify, Otherwise Stop On Each Side At Edge Of E.I.F.S And Window.  Verify With Owner. Existing E.I.F.S. Wall Surface, Patch And Repair As Required, Paint Color #1, Refer: Exterior Finish Notes.   New Painted Wainscot Over Existing Masonry & E.I.F.S, Patch And Repair As Required, Paint Color #4.  Refer: Exterior Finish Notes.   New Painted Accent Band Over Existing E.I.F.S., Patch And Repair Wall Surface As Required, Paint Color #3.  Refer: Exterior Finish Notes. Existing E.I.F.S. Wall Surface Or Masonry & EI.F.S. Wainscot, Patch And Repair As Required, Paint Color #2, Refer: Exterior Finish Notes Existing E.I.F.S. Cornice, Reveals, And Ceramic Tiles To Remain.  Prepare As Required And Paint Over. New LED Exterior Performance Wall Sconce At New Or Existing Location, Refer: Light Fixture Schedule. Existing Collector Heads, Downspouts And Gutter System To Remain.  Prepare & Paint: Color #1.  Exist. EI.F.S. Wainscot Or Column Base To Remain.  Paint EI.F.S. Wainscot Or Column Base To Remain.  Paint  Or Column Base To Remain.  Paint Color #1. Refer: Exterior Finish Notes. New E.I.F.S. Finish W/Brick Stencil Pattern, Color #1, Over Existing E.I.F.S. Remove Decorative Tiles, Skim And Fill Existing E.I.F.S., Refer: Exterior Finish Notes. New 2'-0"H. Prefab. Drive-Thru Canopy, Red.  Provided & Installed By Canopy Manufacturer.  Contractor To Provide New Support Blocking & Coordinate Installation. Existing E.I.F.S. Cornice And Reveals At 'Brick' Tower To Be Painted Color #1. Existing Metal Door & Frame To Remain., Paint To Match Adjacent Surface. New 2'-0"H. Prefab. Entrance Canopy Provided And Installed By Canopy Manufacturer.  Contractor To Provide New Support Blocking & Coordinate Installation. See Note.
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~Accessible Clearance Requirements
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ACCESSIBILITY KETYNOTES

=

[ & © [~

Grab Bars - | 1/2" Dia. Mounted 11/2" Out From Wall Surface.
Provide Adequate Blocking And Connection To Support
2502 lbs Of Force. Provided ¢ Installed By General Contractor.

Water Closet @ 17" to 19", Measured To Top Of Seat.
Toilet Paper Dispenser, By Owner.

Paper Towel Dispenser, By Ouwner.

Soap Dispenser, By Ouner.

[é]

Plate Glass Mirror, Bobrick "BI13", Provide Mounting Indicated
To The Reflective Surface Of The Mirror, By G.C.

Wall Hung ADA Lav., Ref.: Plumbing Fixture Schedule.

Provide ADA Compliant Lav. Protective Enclosure For Drain

Pipes. LAY SHIELD - Mdl#2218, Or Pre-cut Mdl. As Applicable.

*The Contractor Shall Field Vverify The Existing Facilities For
ADA Compliance ¢ Rectify Angy Areas Of Non-Compliance

8"

6“

17" Min.

Signage Note

The Prefabricated Canopy Manufacturer Shall Be Responsible
For The Proper Design 4 Engineering Required For The
Construction And Installation Of The Canopies. The Canopy
Manufacturer Shall Provide Fully Engineered Connection
Detalls Sealed And Signed By A Structural Engineer Licensed
And In Good Standing In The State That The Project ls
Located. The Design Documents Shall Indicate The Existing
Conditions Accurately And Be Submitted To The Building
Official, Architect, And Ouner Prior To Starting Of Any
Construction.

PREFABRICATED CANOPY NOTES

i

12-17-20

Revisions:

Keynote Schedule

Mark

Description

.

All Sighage Work Shall Be Performed Under A Separate Permit.

General Notes

The Contractor Shall Not Perform Anyg Structural Demolition
Prior To Field Yerification From The Structural Engineer.

These Drauwings Represent An Approximation Of Exist.
Conditions. The Contractor Shall Notify The Architect Of Any
Discrepancies Immediately Upon Uncovering Of The Existing
Structural Conditions.

All Exterior Surfaces Shall Be Cleaned, Patched, Repaired As
Required And Prepared To Recelve New Paint Per Drawings
And Utilizing Arbby's Paint Specifications.

The Contractor Shall Provide Blocking For Signage As
Directed By Suppliers.

The Contractor Shall Provide All Flashing, Assemblies, Details,
Ete.

verify And Maintain All Existing Roof Drain/Douwnspout
Assemblies.

The Contractor Shall Provide All Necessary Details As
Required By The E.IF.S. Manufacturer In Order To Maintain The
Warranty. Provide All Backer Rods, Sealant Locations, Flashing
Minimum Coverages, Etc.

Provide Dryvit E.IFS. System Or Approved Equal, System To
Have A Water Management System With Appropriate Detalls.
Provide Submittal With Proposed System And Details
Indicated. All EIF.S. Work Shall Be Performed Per
Manufacturers Requirements To Maintain Warranty.

The Contractor Shall Review All New E.IF.S, Paint ¢ Coping
Cap Colore And Their Locations With The Ouwner Prior To
Proceeding With The Work.

Exterior Light Fixtures That Protrude 4" Or More From The Wall
Surface At The Base Of The Wall Shall Be Mounted 7' High Or
Have The Walking Surface Below Restricted To FPrevent
Non-Compliance With ADA Protruding Ob jects Requirements.

Paint Legend

PAINT COLOR #1
Sherwin Williams To Match Dryvit #310 "China White".
Satin Finish, Prepare And Prime As Required.

PAINT COLOR #2
Sherwin Williams #2808 "Rookwood Dark Brown". Satin
Finish. Prepare & Prime As Required.

PAINT COLOR #3
Sherwin Williams #6869 "Stop". Satin Finish. Prepare &
Prime As Required.

PAINT COLOR #4
Sherwin Williams #7024 "Functional Gray". Satin Finish.
Prepare & Prime As Required.

[o1]

] S ) R =1 B O

]

=

S|

[©]

@ &

=
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New 2'-2"H. Metal Sighage Band, Red, By Ouwner. Contractor
To Coordinate Installation.

New 2'-@"H. Backlit Signage By Ouwner. Contractor To
Coordinate Installation.

Existing Prefinished Metal Coping To Remain, Paint Color *3
Red, Patch And Repair As Required, Refer: Exterior Finish
Notes.

Existing Backlit Awning To Be Removed. Patch, Repair
Surfaces As Required.

Existing Storefront Glass Door To Remain. Clean Frames,
Repair Damaged Glass, Provide New ADA Compliant
Harduware, Push/Full, Threshold ¢ Closer, Typical. FProvide
New 12" High Min. Kick Guard If Required.

Existing Glazing Unit To Remain, Typical. Clean Frames,
Replace Broken Seal Units, Typical.

Existing Prefinished Sloped Metal Roofing ¢ Framing To
Remain, Paint Color #3 Red. Refer: Exterior Finlsh Notes.

Existing Solid Surface Drive-Thru Apron ¢ Shelf, To Remain.
Patch And Repair As Required.

Existing Drive-Thru Window To Remain, Repair Hardware Ae
Required.

Existing E.IF.S. Wall Surface, Patch And Repair As Required,
Paint Color #, Refer: Exterior Finish Notes.

New Painted Wainscot Over Existing Masonry ¢ E.IF.S, Patch
And Repalr As Required, Paint Color *4. Refer: Exterior
Finish Notes.

New Painted Accent Band Over Existing E.IF.S, Patch And
Repair Wall Surface As Required, Paint Color *3. Refer:
Exterior Finish Notes.

Existing E.IF.S. Wall Surface Or Masonry ¢ EIF.S. Wainecot,
Patch And Repair As Required, Paint Color %2, Refer:
Exterior Finish Notes

Existing E.IF.S. Cornice, Reveals, And Ceramic Tiles To
Remain. Prepare As Required And FPaint Over.

New LED Exterior Performance Wall Sconce At Existing
Location, Refer: Light Fixture Schedule.

Existing Collector Heads, Douwnspoute And Gutter System
To Remain. Prepare ¢ Paint: Color #.

Existing Metal Door ¢ Frame To Remain, Paint To Match
Adjacent Surface.

New E.IF.8. Finish W/Brick Stencil Pattern, Color *, Over
Existing E.IF.S. Remove Decorative Tiles, Skim And Fill

Existing Field Of Reveals Around Sign. Refer: Exterior
Finish Notes.

New 2'-@"H. Prefab. Drive-Thru Canopy, Red. Provided 4
Installed By Canopy Manufacturer. Contractor To Provide
New Support Blocking ¢ Coordinate Installation.

Existing E.IF.S. Cornice And Reveals At 'Brick' Tower To Be
Painted Color *.
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